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Series A Product Detector

must be filed with the carrier

Select a mounting location:

1. Avertical mount with, the antenna pointing down.

2. A horizontal mount. .

3. A 45 degree mount wuh the antenna pointing down.
All standard antennas have a 3/4" NPT connection.

CAUTION :

The Delrin insulator on the antenna must have a sufficient

protrusion (approximately 1 to 2 inches) inside the vessel

_wall to prevent any bridging of material between the
~ antenna and the vessel it's mounted in.

The unit may not work properly if

1. Material density is less than 5 pounds per cubic foot.
2. A conductive bridge occurs between the antenna and
| wvessel wall. (Full insulated antenna required.)
' 3.The antenna comes in contact with vessel wall. (Requires
. aground plane.)
", The unit is not properly grounded.
5. The antenna in mounted improperly. (See the above
three mounting types.)
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After unpacking the unit; inspect it for any evidence of
shipping damage. Anyclaﬁnsfordamageﬂuemshpping

If any of these statemems apply to your
application, do not install the unit until you contact

your local distributor.

Screw the unit into the 3/4" NPT connection in

‘the vessel, and install conduit suitable to the

environment in which the unit is to be used. The
conduit installation shall be of such design that
condensate from the conduit does not drain into
the unit,

CAUTION :

Be sure that all wiring conforms to the
requirements of the National Electrical Code and
any enforcing authorities or agencies having
jurisdiction over the installation.

All units are shipped from the factory configured
as follows: -

120 Volt AC

1 Second Time Delay

Time Delay Rising/Fail-Safe Low (Relay
De-energized)

Sensitivity Mid-Range, to sense presence or
absence of most liquids
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